
BARBICAN ®

Unlike generic systems, Jacksons Tubular Systems for Chain Link and Welded Mesh fencing can feature a top rail for added 
security and strength. They are made entirely from steel, galvanised as standard or galvanised and powder coated to BS EN 
13438 in one of our standard colours.

 • Hollow tubular construction

 • Top rail as standard on system 3, 4, 5 & 6 to prevent sagging

 • Tubular construction for rigidity and ease of installation

 • Suitable for cladding in a variety of Chain Link or Welded Mesh, types to suit application

 • Ideal for numerous applications from ball courts and perimeter demarcation to contemporary residential settings

 • Anti-climb design

TUBULAR SYSTEMS

APPLICATIONS           

� Sports

� Low - Medium risk

� Schools

TUBULAR 

Our Tubular System is suitable for both 
Welded Mesh and Chain Link. For extra 
security extensions can be fitted on 
to the posts with the top rail going 
through them to anchor in place.

GATES 

The standard chain link gates are made 
for 980mm opening and are 50mm 
shorter than the fence height. They are 
right or left handed and clad with either 
galvanised or galvanised and green 
coated chain link. The frame is made 
from 42mm diameter galvanised tube.
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Gates are available as either single 
or double leaf gates with the option 
of manual or automated, swing or 
sliding. All our automated gates are CE 
approved and comply with Health and 
Safety requirements. 

MESH OPTIONS 

 • Galvanised Chain Link

 • PVC Chain Link

 • Welded Mesh

 • PVC Welded Mesh

STANDARD COLOURS 

 • Black RAL 9005

 • Green RAL 6005

 • Other colours are available
on request

Without a top rail,  
in medium and heavy 

duty posts

With 60.3mm vertically 
extended posts with 

straining posts and struts

With 60.3mm posts and 
41.5mm top rail 

With 60.3mm posts 
and vertical extensions 
410mm of 3 rows for 

barbed wire and  
41.5mm top rail

With 60.3mm posts 
with cranked extensions 

360mm of 3 rows for 
barbed wire and  
41.5mm top rail

With 60.3mm posts  
with “Y” extensions of 
6 rows for barbed wire 
and 41.5mm top rail

system 1 system 2 system 3 system 4 system 5 system 6

(900mm - 3600mm high) (1800mm - 3600mm high) (900mm - 3600mm high) (1800mm - 3600mm high) (1800mm - 3600mm high) (1800mm - 3600mm high)
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