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Palisade Panel - Pointed Tops 
 
Manufacturer:  Jacksons Fencing.   
Web:     www.jacksons‐fencing.co.uk.   
Tel:     +44 (0)1233 750393.  
 
Product reference:    
Palisade Panel ‐ Pointed Tops 
 
Width – As Standard:   
1.83m  
 
Height:        
1m 
1.2m 
 
Pales: 22 x 75mm nominal section planed to finish at 19mm thick. Pale tops are machined to pointed 
finish. 
Each panel is backed by two 2ex 100 x 38mm rails fully planed. 
 
Gravel Boards: 
Gravel boards are required where panels are in contact with the ground. 140mm added to the height. 
 
Posts:         
Slotted Jakposts® 
 
Guarantee: 
All timber used throughout is superior quality Jakcure® treated softwood guaranteed for 25 years. 
 
Features: 

 All fixings are stainless steel. 

 Gravel boards are required where panels are in contact with the ground. 

 Planed finish. 

 Classic traditional design. 

 Please note, we supply in only natural Jakcure® treated finish. 
 
Gates: 
Gates are Jakcure® treated softwood, right and left hand hanging (when viewed from the outside) as 
standard designed to match our Palisade Panel ‐ Pointed Tops. 
 
Height: 0.95m, 1.15m & 1.75m. 
Width: 1m 
 
Installation 
In accordance to manufacturer’s instructions.   
 
Palisade is a classic and enduring style of garden fencing that is also known as picket fencing and is 
available with pointed or rounded pale styles. Palisade panels are designed for use with our slotted 
Jakposts and manufactured from superior quality, planed finish Jakcure® treated softwood, 
guaranteed for 25 years and complete with stainless steel fixings that are used throughout for longer 
life. 
 
For additional information, please contact Jacksons Fencing. All information within was correct at 
time of creation. We reserve the right to alter specification without notice.
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